22JU6 


Beam Power Tube 


NOVAR TYPE 

SEPARATE GRID-No.3 BASE-PIN TERMINAL FOR "SNIVETS” C0NTR0L h 
For Horizontal-Deflection-Amplifier Service 
in Low-B+, Black-and-White TV Receivers 

Electrical: 

Heater Characteristics and Ratings: 

Current. 0.450 ± 0.030 

Voltage (AC or DC) at heater 

amperes = 0.450. 22.0 

Warm-up time (Average) . 11 

Peak heater-cathode voltage: 

Heater negative with 

respect to cathode. 200 max. 

Heater positive with 

respect to cathode . 200 a max. 

Direct Interelectrode Capacitances 
(Approx.) b : 

Grid No.l to plate. 1.2 

Input: G1 to (K,G3,G2,H).22.0 

Output: P to (K,G3,G2,H). 9.0 
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Mechanical: 

Operating Position.A n y 

Type of Cathode.Coated Unipotential 

Maximum Overall Length . 3.550" 

Seated Length.2.910"’to 3 ! 170" 

D| a m eter . I. 438 " to 1.562" 

Bulb.. 

Cap.Skirted Miniature (JEDEC No.Cl-2 or Cl—3) 

Socket.Novar 

Bases (A1ternates): 

Large-Button Novar 9-Pin (JEDEC No.E9-76) 

Large-Button Novar 9-Pin with Exhaust Tip (JEDEC No.E9-88) 

Basing Designation for BOTTOM VIEW.9QL 

Pin 1 -Gr i d No. 2 H 

Pin 2 - Grid No. 1 
Pi n 3 - Cathode 
Pi n 4 - Heater 
Pin 5 - Heater 
Pin 6 -Grid No. 1 
Pin 7- Grid No.2 
Pin 8-Grid No.3 
Pin 9 - Do Not Use 
Cap - PI ate 

Characteristics: 



PI ate Vol tage. - 50 130 

Peak Positive-Pulse 

Plate Voltage d . 6500 
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